
File Specifications

Via CD or DVD

» Please mail or courier to NWV at 104 Quay Street, Auckland, New Zealand
» Please note that CDs and DVDs need to be IBM PC compatible, we cannot accept Mac fonts.

Electronic file Transfer

» We accept file attachments up to 30mb via email.
» We accept files compressed in the .zip format.
» For files attachments over 30mb please use our FTP server. Access “client area” from our website
    www.networkvisuals.co.nz, and follow the on-screen instructions.

ACCEPTED MEDIA TYPES

» Artwork is supplied at 10% actual size.
» A minimum of 50mm bleed (5mm at 10%) is required.
» All images are 300 dpi at 10% of full size.
» Cross street and overbridge banners
 1000mm x 120mm (10%) if supplying artwork for a rental or existing banner.
 1000mm x 120mm (10%) if supplying vector artwork for vinyl graphics.
 984mm x 104 mm (10%) if you are digitally printing a new banner.

LARGE SCALE PRINTING i.e cross street banners, overbridge banners etc.

» Artwork is supplied at actual size.
» All images are minimum of 200 dpi at full size.

SMALL SCALE PRINTING i.e quickscreens, posters etc.

  All fonts are converted to OUTLINES.
  The file is IBM PC compatible.
  The file is 300 dpi at 10% for large scale printing and 200 dpi at full size for small scale printing.
  Files are saved for Adobe Illustrator CS1 and Adobe InDesign CS1.
  All links are supplied and images are in CMYK format.
  All PMS colours are provided and are in solid coated format if possible.
  If raster images are provided they are in .tif, .psd, .jpeg, or .pdf format. 
  If vector artwork is provided they are in .ai, .eps, or .pdf format (only where vector data has been retained).
  Logos where possible are in vector format (raster version of logos do not reproduce well).

ARTWORK CHECKLIST

For queries please email jeremyl@nwv.co.nz


